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MATERIAL SAPETY DATA SHEET
FOR COATINGS, RESINS, AND RILATID MATZIRIALS
REZLACES NpZA 1-82
MANUFACZTURIR'S NAME . . EMIRGINCY TILISHONZ uZ.
Crown Metro Aerospace Coatings, Inc. 803-277-1870
P. 0. Box 5825 . .
Green v111 C. 28608 =
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SECTION I - PRODUCT IDENTIFICATION

PRODUCT NUMBER 16-F2-90 (BASE) / EC-123 (CURING SOLUTION Mix Ratio: 1 to 1 By Volume
PRODUCT NaME  Flat Black Enamel, DN-7803

Specification: DPM 110

SECTION II - HAZARDOUS IHGR.DIZH"‘S

INGREDIENT ' PERCINT  ,oCCTIPATIONAL ' © aDe:

~ e, EXPCSTRE LIMIT P22l
- (WEIGHT) <. TLV (ppm) PE Cs ma.Hg € Ei
Base Component:
Epoxy Resin <15 NE KA
Carbon Black <5 3.5 mg./cu.m.(respirable dust) KA
Tale <5 2 mg./cu.m.(respirable dust) ‘ iA
Xylene <5 100 21
Methyl Ethyl Ketone <5 200 )
2 Ethoxyethylacetate <15 10 z
2 Butoxyethanol <5 _25 5
Curing Solution: .
Organic Amine Complex <5 NE HA
Toluene <10 100 22
Xylene <15 100 21
n Butyl Alcohol ‘ <10 50 5.3
Methyl Ethyl Ketone ‘ <5 200 75
Methyl Isobutyl Ketone <5 100 . - - 4]
2 Butydxyethanol ‘ <5 25 ) 3
NA = Not Applicable NE = Not Established .’
SECTION III - PHYSICAL DATA
BOILI’NG RANGE 170°F-340°F “VAPOR DENSITY XHZAVIER DLIGHTER THAN AZZ2

EVAPORATION RATE CFASTER MSLOWZR THAN ETHZR65% VOLATILE VOLUME 8.75Gal WT/Gxl
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